
 BACK PANEL MOUNTING INDUSTRIAL DIMMER

DESCRIPTION

The family of the industrial dimmer REG TE 77.. allows to dim resistive and inductive loads (for inductive
loads have to degrade the maximum power of 50%) from one point of control with the potentiometer or with
separated potentiometer for wall series (TE 0450÷TE 0478). The potentiometer of control have to be installed
maximum 3m from the dimmer. The family of the industrial dimmer REG TE 78.. allows to dim resistive and

inductive loads (for inductive loads have to degrade the maximum power of 50%), from one or more external
push-buttons.
The dimmers have to be installed with the suitable Filter EMC for CE conformity.
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REG single-phase with rotary potentiometer control

Code Description Power Dimensions (mm)

Resistive load:

- incandescent and halogen lamps
- resistences
Inductive load:

- electromechanical transformers
- toroidal transformers
- motors for fans or air cooler
(no suitable for electronic transformers)

The motors have to be a maximum power of
0,5HP and a blade or paddle wheel must be
connected directly to the motor's.
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REG single-phase with external push-button control

Code Description Power Dimensions (mm)
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Resistive load:

- incandescent and halogen lamps
- resistences
Inductive load:

- electromechanical transformers
- toroidal transformers
- engines for fans or air cooler
(no suitable for electronic transformers)

The motors have to be a maximum power of
0,5HP and a blade or paddle wheel must be
connected directly to the motor's.

REG code TE 77..
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