
technical data subject to change without notice

D93-A boxes

Transparent door:
Same characteristics but 
with transparent glass 
porthole and 1,5 mm 
stainless-steel internal door.

Solid door:
1,5 mm thick; polyurethane 
sealing gasket; pvc locking 
system with 3 mm double-
comb tool insert; other 
configurations are available. 
120° standard opening with 
reversible left hinges.

Boxes wall fixing brackets.

Rain protection roof.

D
W

H

IP66 EN 62 208 • EN 60 529
                          • EN 61 439-1
IK10 EN 62 208 • EN 62 262
                          • EN 61 439-1

R USC UL
TYPE 1, 12, 4, 4x • Standard 508
NEMA 1, 12, 4, 4x • Standard 250

ELE118311CS

EN 62 208 • EN 61 439-1

2011/65/CE

REACH
COMPLIANCE 1272/2008/CE

108

Degree of Protection and  Approvals:

Material: 
1,5 mm thick AISI 304 
stainless-steel.
In AISI 316 stainless-steel 
on request.

Finish:
Fine scotch brite medium 
satin, 240 grit.

Earthing:
M6 pins to be welded on 
structure and door.

Internal plate:
2,0 mm thick galvanised 
steel sheet (Sendzimir), 
non-adjustable.

Casing:
1,5 mm thick stainless-steel; 
welded monobloc structure; 
without cable entry flange.

THE UL/CSA MARK MUST BE  SPECIFICALLY REQUESTED IN THE ORDER.
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Bracket set
2 mm thick 304 
stainless-steel 

wall bracket set

Diagram bag
plastic 

diagram bag

Protection device
304 stainless-steel 

ventilation 
protection device

Rain 
protection roof
304 stainless-steel 

Doors
number 
of doors

D93A
solid door and 
internal plate

D93SA
glass door, 

internal door and 
internal plate
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Internal plate 
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