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Series MA-62 

Type designation MEK-M12PS/M01-KL2 Item number 6373262093 
 
 
Wiring diagram 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Characteristic features in accordance with EN 60947-5-2 
 
Electrical data   
Assured operating distance Sa 45 mm 
Switching function  PNP, N.O. 
Operational voltage range UB 10-39 VDC 
Switching current  400 mA 
Supply current  < 20 mA 
Voltage drop Ud < 3 V 
Switching element  MR (omnipolar), typ. 1 mT 
Short-circuit protection  pulsed 
Frequency of operating cycles f 10 kHz 
Assembly position  optional 
False polarity protection  yes 
Corresponding magnet  T-62 N/S 

 
Electromagnetic compatibility (EMC)   
Electromagnetic field test IEC 61000-4-3  
Electrostatic discharge test IEC 61000-4-2  
Electrical fast transient immunity test (Burst) IEC 61000-4-4  
Radiated disturbance field strength EN 55011  

 
Mechanical Data  
Enclosure PA6 
Ambient air temperature -25 °C … +70 °C (cabel fixed mounted) 
Type of protection IP67 acc. to IEC 529, EN 60529 
Indication LED, yellow; output activated 
Termination type cabel 3 x 0,14 mm² x 2 m; PVC-Outer jacket, black 
For attachment 2 x hexagon nut 

 
EU Conformity  

 

M 


